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The following is the annual Consumer Confidence Report (CCR) for the water quality provided by 

the Northwest Ottawa Water Treatment System (NOWS).  Ensuring the safety and quality of your 

drinking water is our top priority. This report aims to provide you with essential information about 

the quality of water delivered to your homes, as well as our commitment to meeting and exceeding 

regulatory standards. This report is designed to give you detailed information that will help ensure 

you of the quality of your drinking water. The tables in this brochure show the results of the 

monitoring completed from January 1st through December 31st, 2023.   

 

MONITORING: The Northwest Ottawa Water System (NOWS) 

treatment plant and Grand Haven Charter Township routinely monitors 

our drinking water by rigorously testing our water at various stages of 

the treatment and distribution process for Microbiological Contaminants, 

Inorganic Contaminants, Organic Contaminants, Disinfection 

Byproducts and other Water Quality Parameters pursuant to state and 

federal laws.  Testing is performed by certified laboratory personnel 

using state-of-the-art equipment and methods.   

 

NOWS SOURCE: Water is collected through submerged intakes 

located several feet under the bottom of Lake Michigan.  This buried 

design utilizes the natural sand layers above the intakes providing a pre-

filter barrier that complements the plant’s direct filtration process.   

 

SOURCE WATER ASSESSMENT:  The sources of 

drinking water (both tap and bottled water) include rivers, 

streams, lakes, ponds, reservoirs, springs and wells.  As water 

travels over the surface of the land or through the ground, it 

dissolves naturally-occurring minerals and, in some cases, 

radioactive material, and can pick up substances resulting 

from the presence of animals or from human activity. 

 

The State performed an assessment of our Lake Michigan source water in 2003 and completed it in 

2004 to determine the susceptibility or the relative potential of contamination. The susceptibility 

rating is on a six-tiered scale from “very-low” to “high” based primarily on geologic  sensitivity, 

water chemistry and contaminant sources.  The susceptibility of our source is “moderate”.  

Questions about this report can be answered  by the Township Public Services Director 

Matthew Wade at 616.604.6313.  To download or view this report on-line go to:   

www.ght.org/Community/Water/2023WaterQualityReport 

 

We are pleased to report that your drinking water 

remains in compliance with all Federal and State                

of Michigan drinking water health standards.   

The Northwest Ottawa 

Water Filtration Plant 

treated over 2.5 billion 

gallons of water in 2023! 



 

All drinking water, including bottled water, may reasonably be  expected to contain at least a small amount of some 

contaminants.  It is important to remember that the presence of these substances does not indicate that the water poses a 

health risk.  More information about contaminants and potential health effects can be obtained by calling: 

Safe Water Hotline - 1-800-426-4791 or visit http://www.epa.gov/laws-regulations/summary-safe-drinking- water-act 

Some in our community may be more vulnerable to contaminants in drinking water than the general population.  Immuno-

compromised persons, such as persons with cancer undergoing chemotherapy, persons who have undergone organ 

transplants, people with HIV/AIDS or other immune system disorders, some elderly, and infants may be at risk from 

infections.  These people should seek advice about drinking water from their health care providers. EPA/CDC guidelines on 

appropriate means to lessen the risk of cryptosporidium and other microbial contaminants are also available from the    

Safe Water Hotline - 1-800-426-4791 or visit http://www.epa.gov/laws-regulations/summary-safe-drinking- water-act 

 

CONTAMINANTS THAT MAY BE PRESENT IN SOURCE WATER INCLUDE 

Microbial contaminants, such as viruses and bacteria, which may come from sewage treatment plants, septic systems, 

agricultural livestock operations and wildlife. 

Inorganic contaminants, such as salts and metals, which can be naturally-occurring or result from urban storm water runoff, 

industrial or domestic discharges, oil and gas production, mining or farming. 

Organic chemical contaminants, including synthetic and volatile organic chemicals, which are byproducts of industrial 

processes and petroleum production, and can also come from gas stations, urban storm water runoff and septic systems. 

Pesticides and Herbicides, which may come from a variety of sources such as agriculture, urban storm water runoff and 

residential uses. 

PFAS:   PFAS are widely used, long lasting chemicals, components of which break down very slowly over time.  Because of 

their widespread use and their persistence in the environment, many PFAS are found in the blood of people and animals all 

over the world and are present at low levels in a variety of food products and in the environment..  PFAS are found in water, 

air, fish, and soil at locations across the nation and the globe.  Scientific studies have shown that exposure to some PFAS in 

the environment may be linked to harmful health effects in humans and animals.  There are thousands of PFAS chemicals, 

and they are found in many different consumer, commercial, and industrial products. This makes it challenging to study and 

assess the potential human health and environmental risks. For more PFAS information go to:  

http://michigan.gov/pfasresponse 

Lead:  If present, elevated levels of lead can cause serious health problems, especially for pregnant women and young 

children. Lead in drinking water is primarily from materials and components associated with service lines and home 

plumbing. The Northwest Ottawa Water Treatment Plant is responsible for providing high quality drinking water but cannot 

control the variety of materials used in plumbing components. When your water has been sitting for several hours, you can 

minimize the potential for lead exposure by flushing your tap for 30 seconds to 2 minutes before using water for drinking or 

cooking. If you have a lead service line it is recommended that you run your water for at least 5 minutes to flush water from 

both your home plumbing and the lead service line. If you are concerned about lead in your water, you may wish to have your 

water tested. Information on lead in drinking water, testing methods, and steps you can take to minimize exposure is available 

from the:  

Safe Drinking Water Hotline at 1-800-426-4791 or at http://water.epa.gov/drink/info/lead 

Health Effects of Lead & Copper:  Elevated lead result above the Action Level (AL) – Infants and children who drink 

water containing lead could experience delays in their physical or mental development. Children could show slight deficits in 

attention span and learning abilities. Adults who drink this water over many years could develop kidney problems or high 

blood pressure. 

Elevated copper result above the Action Level (AL) –  Copper is an essential nutrient, but some people who drink water 

containing copper in excess of the action level over a relatively short amount of time could experience gastrointestinal 

distress. Some people who drink water containing copper in excess of the action level over many years could suffer liver or 

kidney damage. People with Wilson’s Disease should consult their personal doctor. 
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REGULATED AND UNREGULATED MONITORING AT THE WATER TREATMENT PLANT  

Substance/Contaminant MCL MCLG Level  Range Year       Violation  Typical Source of Contaminant 

E.coli Bacteria N/A  0 0% System 
Wide 

Not Detected 2023 No Human and animal fecal waste. 

Total Coliform TT 0 0% System 
Wide 

Not Detected 2023 No Naturally present in the environment. 

Bromodichloromethane 
(ppb) 

80 N/A 5.8 N/A 2023 No 
A byproduct of drinking water disinfection. 

Bromoform (ppb) 80 N/A 5.0 N/A 2023 No A byproduct of drinking water disinfection. 

Chlorodibromomethane 
(ppb) 

80 N/A 2.9 N/A 2023 No A byproduct of drinking water disinfection. 

Chloroform (ppb) 80 N/A 7.4 N/A 2023 No A byproduct of drinking water disinfection. 

Chlorine (ppm) 4 4 1.65 1.15 to 1.65 2023 No Water additive used to control microbes 

Chloride (ppm) N/A N/A 30.0 N/A 2023 No 
Runoff from road de-icing, fertilizers, and 
Leaching from septic tanks. 

Fluoride (ppm) 4 4 0.62 N/A 2023 No 
Erosion of natural deposits; Water additive which 
promotes strong teeth; Discharge from fertilizer 
and aluminum factories. 

Nitrate (ppm) 10 0 1.2 N/A 2023 No 

Nitrates in drinking water typically originate from 
agricultural activities, sewage discharge, industrial 
waste, and natural processes.  

Sodium (ppm) N/A N/A 17 N/A 2023 No Erosion of natural deposits 

Styrene (ppb) 100 N/A 0.8 N/A 2023 No 

Industrial discharge, leaching from plastic 
materials, and runoff from landfills. Styrene is 
used in the production of plastics, rubber, and 
resins. 

Perfluorononanoic Acid  
(PFNA) 

6 N/A 2 
RAA =      
< 2.0 

2023 No 
Chemicals used to make fluoropolymer coatings 
and products that resist heat, oil, stains, grease, and 
water. 

Perfluorooctanoic Acid 
(PFOA)  (ppt) 

8 N/A 4 
LRAA =         
< 2.33 

2023 No 
Chemicals used to make fluoropolymer coatings 
and products that resist heat, oil, stains, grease, and 
water. 

Perfluorooctane 
Sulfonic Acid (PFOS) 
(ppt) 

16 N/A 3 
LRAA =         
< 2.17 

2023 No 
Chemicals used to make fluoropolymer coatings 
and products that resist heat, oil, stains, grease, and 
water. 

Perfluorohexanoic Acid 
(PFHxA) (ppt) 

400,000 N/A 4 
LRAA =         
< 2.25 

2023 No 
Chemicals used to make fluoropolymer coatings 
and products that resist heat, oil, stains, grease, and 
water. 

Boron (ppb) N/A N/A 25 N/A 2022 No Erosion of natural deposits 

Barium (ppb) 2000 2000 20 N/A 2022 No 
Discharge of drilling wastes; Discharge of metal 
refineries; Erosion of natural deposits. 

Alpha emitters (pCi/L) 15 0 2 0.64 ± 1.29 2015 No Erosion of natural deposits. 

Combined radium (pCi/L) 5 0 2 1.11 ± 0.91 2015 No Erosion of natural deposits. 

Total Trihalomethanes 
(TTHM) (ppb) 

80 N/A 20.8  N/A 2023 No A byproduct of drinking water disinfection. 

Haloacetic Acids  
(HAA5) (ppb) 

60 N/A 18.1 N/A 2023 No A byproduct of drinking water disinfection. 

Lead (ppb) 15 0 1 0-2 2023 No 
Lead service lines, corrosion of household 
plumbing including fittings and fixtures, Erosion 
of natural deposits. 

Copper (ppm) 1.3 1.3 0.1 0-0.4 2023 No 
Corrosion of household plumbing systems; 
Erosion of natural deposits. 

LEAD SERVICE LINE INVENTORY—Grand Haven Charter Township WSSN 2760 

Lead Service Lines 0 

Service Lines of Unknown Material 378 

Total Number of System of Service Lines 5,704 

MONITORING IN THE DISTRIBUTION SYSTEM—Grand Haven Charter Township WSSN 2760 

Substance/Contaminant MCL MCLG Level  Range Year       Violation  Typical Source of Contaminant 

Total Trihalomethanes 
(TTHM) (ppb) 

80 N/A 28.7 26.0 to 43.7 2023 No A byproduct of drinking water disinfection. 

Haloacetic Acids  
(HAA5) (ppb) 

60 N/A 23.2 10.2 to 33.4 2023 No A byproduct of drinking water disinfection. 

Chlorine (ppm) 4 4 1.65 0.22 to 1.62 2023 No Water additive used to control microbes 
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Definitions 
 

 ppm - Parts Per Million  

A measurement of concentration. One part per million corresponds 

with one minute in two years. 

 ppb - Parts Per Billion 

A measurement of concentration. One part per billion corresponds 

with one minute in 2,000 years. 

 ppt - Parts Per Trillion 

A measurement of concentration. One part per trillion is equivalent 

to one minute  in 2,000,000 years. 

 MCL - Maximum Contaminant Level 

The “maximum allowed”.  MCL is the highest level of contaminant 

allowed in drinking water. 

 AL - Action Level  

The concentration of a contaminant, which if exceeded, triggers 

treatment or other requirements, which water systems must follow. 

 MCLG – Maximum Contaminant Level Goal 

The “Goal” (MCLG) is the level of contaminant in drinking water 

below; there  is no known expected risk to health. MCLG’s allow 

for a margin of safety. 

 

 TT - Treatment Technique  

A treatment technique is a required process intended to reduce the 

level of a contaminant in drinking water.   

 NTU - Nephlometric Turbidity Unit 

This is a measurement of suspended material that is found in water.  

We monitor because it is a good indicator of the effectiveness of 

our treatment process.   

 pCi/l - Pico Curries Per Liter 

A measure of radioactivity. 

 LRAA - Locational Running Annual Average  

Locational Running Annual Average (LRAA) is the average of 

sample analytical results for samples taken at a particular 

monitoring location during the previous 4 calendar quarters.    

 MRDL - Maximum Residual Disinfectant Goal 

The highest level of disinfectant allowed in the drinking water.  

 MRDLG - Maximum Residual Disinfection Level Goal 

The level of drinking water disinfectant below which there is no 

known or expected risk to health. 

 RAA -  Running Annual Average  

Running Annual Average is a simple calculation using laboratory 

results from the monthly sampling events within a rolling twelve- 
month period. 

The Township is committed to providing you with high-quality water that meets or exceeds all regulatory standards. Our 

dedicated team works tirelessly to ensure the safety and reliability of your drinking water supply. We encourage you to 

review this report carefully and reach out to us with any questions or concerns. 

System capacity is limited and summer demand for watering lawns is increasing.  Adopting efficient behaviors to reduce the 

impact of lawn irrigation is the best help you, as a customer, can provide.  Watch for communications specific to volunteer 

water restrictions from your utility and check out the information below for more tips on using only what you need. 


